Figure 01: Blood House, north and east elevations after 1936 exterior alterations including new brick porch and stucco finish over original wood siding (1939). (Source: BAHA Archives)
Figure 02: Blood House north (front) elevation, looking south. Original front window at second floor (seen on right) has been replaced. (2014) (S&S)

Figure 03: Blood House, east and north (front) elevations with replacement brick porch, looking southwest. (2014) (S&S)
Figure 04: Blood House, south and east elevations, which have been most heavily altered. 1936 flat-roofed addition at far left. Looking northwest. (2014) (S&S)

Figure 05: Blood House, south elevation of 1936 flat-roofed addition. Looking north. (2014) (S&S)
Figure 06: Blood House, partial north (front) and west elevations. The reconstructed chimney will be demolished prior to move and reconstructed in a more appropriate style. 1936 one-and two-story flat-roofed addition at right. Looking south. (2014) (S&S)

Figure 07: Detail of west elevation showing original window bay at south side of the rebuilt chimney. Looking south toward 1936 flat-roofed addition. (2014) (S&S)
Figure 08: Blood House, north (front) elevation. Large upper window, which was previously altered, will be replaced with more appropriate double hung windows. (2014) (S&S)

Figure 09: Detail of front porch on north. Brick base and metal rail were added in 1936. (2014) (S&S)
Figure 10: Paneled wood front door with glazed upper panel and transom and intact historic hardware. (2014) (S&S)

Figure 11: Detail east elevation showing oriel window at stair with shaped brackets below and curved hood, added in 1936. (2014) (S&S)
Figure 12: Shaped brackets below projecting pediments on north (front) elevation. (2014) (S&S)

Figure 13: Decorative wood bracket at cornice of projecting bay, west elevation. (2014) (S&S)

Figure 14: Detail of cast iron clean-out door at base of chimney, west elevation. (2014) (S&S)
Figure 15: View to historic stair from existing office, showing turned wood newel post and balusters, looking east. (2014) (S&S)

Figure 16: View of historic stair from building entry, looking southeast. (2014) (S&S)

Figure 17: Detail of corner rosette. This original interior wood trim detailing is found at many windows and doors. (2014) (S&S)

Figure 18: Interior paneled wood door with original hardware and molded wood trim with corner rosettes. (2014) (S&S)
Figure 19: Detail of decorative plaster ceiling medallion at second floor landing. (2014) (S&S)

Figure 20: Detail of original decorative door handle and escutcheon. (2014) (S&S)

Figure 21: Detail of original decorative door hinges, painted. (2014) (S&S)
BLOOD HOUSE – PHOTOGRAPHIC DOCUMENTATION

List of Photographs
All photos by Siegel & Strain Architects (S&S) unless otherwise noted.

Figure 01: Blood House, north and east elevations after 1936 exterior alterations including new brick porch and stucco finish over original wood siding (1939). (Source: BAHA Archives)

Figure 02: Blood House north (front) elevation, looking south. Original front window at second floor (seen on right) has been replaced. (2014) (S&S)

Figure 03: Blood House, east and north (front) elevations with replacement brick porch, looking southwest. (2014) (S&S)

Figure 04: Blood House, south and east elevations, which have been most heavily altered. 1936 flat-roofed addition at far left. Looking northwest. (2014) (S&S)

Figure 05: Blood House, south elevation of 1936 flat-roofed addition. Looking north. (2014) (S&S)

Figure 06: Blood House, partial north (front) and west elevations. The reconstructed chimney will be demolished prior to move and reconstructed in a more appropriate style. 1936 one-and two-story flat-roofed addition at right. Looking south. (2014) (S&S)

Figure 07: Detail of west elevation showing original window bay at south side of the rebuilt chimney. Looking south toward 1936 flat-roofed addition. (2014) (S&S)

Figure 08: Blood House, north (front) elevation. Large upper window, which was previously altered, will be replaced with more appropriate double hung windows. (2014) (S&S)

Figure 09: Detail of front porch on north. Brick base and metal rail were added in 1936. (2014) (S&S)

Figure 10: Paneled wood front door with glazed upper panel and transom and historic original hardware. (2014) (S&S)

Figure 11: Detail east elevation showing oriel window at stair with shaped brackets below and curved hood, added in 1936. (2014) (S&S)

Figure 12: Shaped brackets below projecting pediments on north (front) elevation. (2014) (S&S)

Figure 13: Decorative wood bracket at cornice of projecting bay, west elevation. (2014) (S&S)
Figure 14: Detail of cast iron clean-out door at base of chimney, west elevation. (2014) (S&S)

Figure 15: View to historic stair from existing office, showing turned wood newel post and balusters, looking east. (2014) (S&S)

Figure 16: View of historic stair from building entry, looking southeast. (2014) (S&S)

Figure 17: Detail of corner rosette. This original interior wood trim detailing is found at many windows and doors. (2014) (S&S)

Figure 18: Interior paneled wood door with original hardware and molded wood trim with corner rosettes. (2014) (S&S)

Figure 19: Detail of decorative plaster ceiling medallion at second floor landing. (2014) (S&S)

Figure 20: Detail of original decorative door handle and escutcheon. (2014) (S&S)

Figure 21: Detail of original decorative door hinges, painted. (2014) (S&S)
1. Area of exploratory demolition.
2. Roof and columns of front porch removed for reinstallation.
3. Non-original brick chimney abandoned.
4. Cracked pane in window to be replaced in kind.
5. Non-original stucco exterior coating to be removed.
6. Roof and columns of front porch removed for reinstallation.
7. Non-original brick chimney abandoned.
1.00 AREA OF EXPLORATORY DEMOLITION
2.00 NON-ORIGINAL STUCCO EXT. COATING TO BE REMOVED, NOT SURVEYED.
3.00 NON-ORIGINAL WINDOW TO BE REMOVED.
4.00 REMOVE ROOF FOR MOVE. RECONSTRUCT IN KIND.
5.00 (E) WOOD, BRICK AND CONCRETE FOUNDATIONS TO BE ABANDONED IN PLACE.
6.00 ROOF AND COLUMNS OF FRONT PORCH SHIPPED FOR REINSTALL.
7.00 NON-ORIGINAL BRICK CHIMNEY ABANDONED.
8.00 NON-ORIGINAL WINDOW TO BE REMOVED.
GENERAL DEMOLITION NOTES

1. FOR DEMOLITION AT ROOF, SEE ROOF PLAN
2. REMOVE EXISTING STUCCO COMPLETE. WD. SIDING MAY EXIST BENEATH. TAKE CARE
   NOT TO DAMAGE SIDING IF SALVAGEABLE.
3. REMOVE ALL ROOFING & EXISTING WOODEN RAILINGS & BALUSTERS. SALVAGE
   SIDING FROM EXISTING WALLS IF POSSIBLE.
4. BONNET BOX (E) BLDG ON SITE WILL BE MOVED TO REAR OF BLOOD HOUSE.
   BONNET BOX REQUIRES NEW FLR JOISTS AND FDN.
5. ARCH/CONTR. MEETING TO OCCUR ON SITE PRIOR TO START OF DEMOLITION. ARCH.
   TO IDENTIFY ELEMENTS TO BE SALVAGED.
6. DEMOLISH BRICK PORCH STEPS & WALLS, METAL BALUSTERS & ROOFS. SALVAGE
   COLUMNS IN ALL ROOF EAVES DETAILS FOR REUSE. RECORD ALL EAVES DETAILS FOR
   RECONSTRUCTION.
7. EXISTING HISTORIC STAIR & RAILINGS TO REMAIN. PROTECT IN PLACE.
8. EXISTING POINT OF CONNECTION FOR ELECTRICITY ABOVE.
9. REMOVE ALL EXISTING FLOOR GRATE.
10. REMOVE DECORATIVE CEILING MEDALLION & STORE FOR REUSE.
11. REMOVE EXISTING FLR JOISTS, BEAMS & SIDING COMPLETE. RECORD (E)
   CHIMNEY DIMENSIONS FOR RECONSTRUCTION.
12. REMOVE ALL EXISTING LIGHTING FIXTURES, METERS, CABLES, SIGNS & OTHER
    APPURTENANCES COMPLETE, U.O.N.
13. SALVAGE EXISTING ROOF/CEILING TRIM FROM ALL DEMOLISHED WALLS.U.O.N.

NOTE: NOT ALL NOTES ARE USED ON EVERY SHEET

EXISTING MASONRY TO DEMOLISH
EXISTING WALL TO DEMOLISH
EXISTING WALL TO REMAIN
PHOTO KEY FOR PHOTOGRAPHIC DOCUMENTATION REQD. BY LPC.
PHOTOS NOT INCLUDED IN THIS DRAWING SET.

BLOOD

EXISTING MASONRY TO DEMOLISH
EXISTING WALL TO REMOVAL
EXISTING WALL TO REMAIN

BLOOD HOUSE / BONNET BOX FIRST FLOOR DEMOLITION PLAN

SCALE: 1/4" = 1'-0"
GENERAL DEMOLITION NOTES
1. FOR DEMOLITION AT ROOF, SEE ROOF PLAN.
2. REMOVE (E) STUCCO COMPLETE, WD. SIDING MAY EXIST BENEATH. TAKE CARE NOT TO DAMAGE SIDING IF SALVAGEABLE.
3. REMOVE (E) JOISTS & BEAMS. BASEMENT WALLS, DOORS & WINDOWS TO BE REMOVED. SALVAGE SIDING FROM EXIT WALLS IF POSSIBLE.
4. REMOVE (E) Plumbing & Fire Sprinkler systems, electrical wiring, all roof systems, & plumbing systems for reuse.
5. REMOVE EXISTING UNITS COMPLETE.
6. REMOVE EXISTING BASEMENT WALLS COMPLETE.
7. REMOVE (E) Stairs, doors, trim & basements. Remove Stairs, windows & doors, base trim & paneling, and all wall coverings, windows and doors.
8. REMOVE EXISTING LIGHT FIXTURES COMPLETE.
9. REMOVE EXISTING VENTS COMPLETE.
10. REMOVE EXISTING MASONRY COMPLETE.

BLOOD LEGEND
EXISTING MASONRY TO DEMOLISH
EXISTING WALL TO DEMOLISH
EXISTING WALL TO REMAIN
PHOTO KEY FOR PHOTOGRAPHIC DOCUMENTATION REQD. BY LPC.
PHOTOS NOT INCLUDED IN THIS DRAWING SET.

BLOOD HOUSE SECOND FLOOR DEMOLITION PLAN
SCALE: 1" = 1'-0"